BENCH CONFIRM MFR & MODEL NO.
W/ C.0.S. TRANSPORTATION DIVISION
EXPANSION BOLT TO CONCRETE SLAB
PER MANUFACTURERS SPECIFICATION.
LOCATION SHALL CONFORM TO ADA
REQUIREMENTS. APPROVAL BY C.0.S.

REQUIRED.
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TRASH RECEPT W/ LID — o JOINT.
CONFIRM LOCATION, MFR

& MODEL NO. W/ C.0S.
TRANSPORTATION DIVISION.
(MIN. 32 GAL CAPACITY).
EXPANSION BOLT TO CONC.
SLAB PER MANUFACTURERS
SPECIFICATION.

4" CONC SLAB ON 4" AB.C.
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BUS DIRECTION
OF TRAVEL.

BUS SHELTER FOUNDATION PLAN

NOTES:

1. SEE SPECIAL REQUIREMENTS (SEE SHEET S1)

2. DEVELOPER OR DEVELOPER'S CONTRACTOR
TO DETERMINE SOURCE OF FEED FOR
ELECTRICAL SUPPLY, USE 2" SCHEDULE 40
PVC CONDUIT TO EXTEND FROM THE UPRIGHT
TO THE SERVICE SOURCE WITH MIN, 3' COVER.
IF NO ELECTRICAL SUPPLY EXISTS, STUB
CONDUIT 3" BEYOND SHELTER PAD AND CAP

N.TS.

BOTH ENDS. CONTACT CITY STAFF TO
COORDINATE DIRECTION OF STUB OUT.
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